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 3.5 TFT  

 2MP (1920×1080) H.265  

  0.3m-2m  

 3D  
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 TD-E2223-EM/IC/PE /WF 

 

 1/2.8"  Progressive Scan CMOS 

 1920×1080 

 / 1/2  ~ 1/100000  

  

 0.0085lux@F1.2 AGC ON   0lux with IR 

 
M8 2.3mm@F2.2   

74° 139°, 170° 

 120dB 

 50dB 

  

  

  

 2D/3D NR 

 

 
H.265+/H.265/H.264+/H.264 

/ H.265+/H.265/H.264+/H.264/MJPEG 

H.264  Baseline Profile/Main Profile/High Profile 

 VBR/CBR 

 64Kbps ~ 6Mbps 

 1080P(1920×1080), 720P(1280×720), D1, CIF, 480×240 

 1920×1080/1280×720(60Hz: 1~30fps; 50Hz: 1~25fps )  

 720P/D1/CIF(60Hz: 1~30fps; 50Hz: 1~25fps ) 

 D1/CIF/480×240(60Hz: 1~30fps; 50Hz: 1~25fps ) 

 IE  

 G711A/U  

 

3.5 TFT  320 (RGB) ×480 

 250cd/m
2
 

  

 

 Mifare Desfire FM1208 Gicard EM  

 ISO14443A/B  EM41XX 

 13.56MHz & 125KHz 

 <1s 

 0~2cm 

 10000 

 

 RJ45(10/100 Base-T) 

  

 MIC   

 TF 256GB 

  

RS485 /  

  

 2 1  
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 2  

 2  

 2  

 1  

 IC /EM  

  

WiFi 2.4G WiFi  

 

  

 APP  

  

  

 50000   

 

 Web CMS  

 10  

 UDP, IPv4, IPv6,  DHCP, NTP, RTSP, PPPoE, DDNS, SMTP, FTP, 802.1x, UPnP, HTTPS,Qos,SIP 

 ONVIF GB-T/28181-2016 

 SD   

 SD SD IP  

 IP    

PoE  IEEE802.3af  

P2P  

 0.3-2  

 IP67  IK04 

 Digest IP/MAC HTTPS 802.1x 

 

  

 20  

  

  

 10000 

  

 Web NVR NVMS  

 200KB JPG/JPEG  

 / /  

 

 DC12V/PoE 

 < 12W 

  RoHS 2.0 REACH WEEE  

 -20 ~60 , : 95% ( ) 

mm  210mm × 104mm ×30mm 

  0.6 kg 
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